
SOLENOID VALVE REPAIR KIT

INSTRUCTIONS(for Dishwashers)
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Repair Kit Contents:

Spring ..
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Cartridge Bottom

I) Close the gate valve on the incoming water supplhYto the machine. Operate the fill switch or activate the auto fill to
relieve the water line pressure in the valve.

2) Turn off the master power switch to the machine:. Unscrew the screw holding the coil onto the bonnet of the valve:
and lift the coil off the bonnet and set aside..

.'3) Unscrew the bonnet from the valve body, takinglcare not to lose the spring and plunger as the valve separates. Lift"
out the cartridge, o-ring, and diaphram asseunbly together &omthe valve body,noting carefully how the parts are
oriented in the valve. Clean or flushdirt arurldebris &omboth the bonnet and the solenoid body.

4) Assemble the ncw parts from the kit into the valweas shown in the diagram above. Take care when assembling the
plunger, spring and bonnet to gC?tthe COITec1torientationof the plunger to the diaphram and be careful when
re-assembling the bonnet to thivalve body1thatthe sPringand plunger do not fallout of the bonnet during tJte
installation. Screw the bonnet securely to tlhevalve body so there are no'leaks.

. $) Reattach the coil to the valve assembly'with the cappropriatescrew. Turn the power switch on to the machine and.open
the.gatevalve. Checkvalveforproperopmation. .


